Specifications for
the Bowie MG-30

Engine:
Gas 25 hp Robin Subaru
Air Cooled

Length: 5-2” (157 cm)
Tray Closed

7-4” (224 cm)
Tray Open
Width:

3-4” (102 cm)

Height: 5-10" (178 cm)

Empty Weight:
760 Ibs.
(345 kg)

Standard Included
Parts and Equipment:
Operator’s Manual
Engine Manual
Warranty

Capability:
2 Bales Per Minute
Shoots Approximately

35 Feet in Still Air
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The picture below shows
construction of the turret
with enclosed ball
bearings. This turret is
manufactured to give
years of trouble-free
operation along with ease
of use.

The beater chamber is
large enough to break
the bales of straw in an
extremely short time.
The beater chamber
parts are hardened to
give extra long life to
your equipment.

Bowie’s MG-30 is the smallest of our manufactured Aero-Mulchers.
We believe this strawblower to be the strongest of the small models in
the industry. This unit is powered by a 25 hp Robin Subaru engine. It
has an electric starter with a full pressure lubrication oil cooler and a
large dual element air cleaner for the toughest conditions. Our turret
spins freely on ball bearings with grease fittings for easy maintenance.
This machine comes standard with a vacuum port for those clean-up
jobs. The Bowie MG-30 is designed forklift ready for easy loading.

YOUR DEALER IS:

. www.bowieindustries.com
4 PO Box 931
(800) 433-0934
Bowie, TX 76230
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